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14 CFR 25.853(h) 

 

All Waste Compartments, 

Meal Trolleys & Waste 

Trolleys must be 

substantiated by Test or 

Analysis. 

 

Industry/Regulators lack 

harmonized published 

methods of compliance 

(MOCs) to substantiate by 

analysis. 
 

Waste Compartment Fire Containment 
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Our task group is assessing 26 

proposed MOCs & design guidelines 

and 12 test standardization guidelines.   

 

Only a few of these are specifically 

mentioned in FAA ACs 

 

The others are straight forward often 

using aspects of the flammability 

Policy Statement. 

 

Additionally several test aspects are 

not harmonized. 
 

Waste Compartment Fire Containment 
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Shim size and placement- not 

standardized.  

 

Shimming doors/flaps w/ metal trim that 

overlaps the door surround panels vs. 

nested door/flap designs that overlap 

internal metal door support trims. 

 

Do we shim designs with mechanically 

attached compressed seals that yield a 

‘zero’ gap? 

 

How to standardize? 
 

Waste Compartment Fire Containment- Shimming gaps 

 
 

Safran name of the activity / Date / Department (menu "Insert / Header and footer") 4 



This document and the information therein are the property of Safran. They must not be copied or communicated to a third party without the prior written authorization of Safran 

Test Requires a 50% flame front on 

the top surface of trash ignited before 

closing the compartment. 

 

What to do if the 50% requirement is 

met but not centered under the 

thermocouple?  (The thermocouple 

graph may not show as prominent of a 

temperature spike.) 

 

Best Practice to ensure max 

temperature is recorded. 
 

Waste Compartment Fire Containment- 50% Flame Front and  

Temperature Spike 
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Air gap through hinges- Can we 

create standard values for comparing 

designs using the same hinge?   
 

Waste Compartment Fire Containment- Hinge gaps 
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Current Fire loads. 

 

Replace the cigarette box with a clear plastic 

cup? 

 

Accufleet to analyze airline trash from selected 

US and non-US airlines and American Airlines 

to provide list of airline catering items to help 

select replacement for the cigarette box. 

 

Add alternative trash sizes to accommodate 

non-USA test locations. 

 
 

Waste Compartment Fire Containment- Fire Load Discussion 
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Developed trash density exercise and initial results of 3 company’s test 

trash density showed: 

 

Up to 16% difference in trash weight. 

 

Up to 81% difference in trash density. 

 

Need more data and will discuss next actions in our task group breakout. 
 

 

Waste Compartment Fire Containment- Trash Density 
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Waste Compartment Fire Containment- Trash Density 
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The task recommends that test trash be stored in a conditioned area prior 

test.  An air conditioned office environment is acceptable – it limits high 

humidity and extreme heat / cold conditions. 
 

 

Waste Compartment Fire Containment- Trash Conditioning 
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Explore alternate fire loads. 

 

Gulfstream suggested for 

consideration the scalable wood crib 

fuel load specified per UL 711.  A 

small pan of heptane is used to ignite. 

More to be discussed tomorrow. 

 

And what about the foam block? 

 

All work is committed to ensure that 

future fire loads are equivalent to 

those used today. 
 

Waste Compartment Fire Containment- Fire Load Discussion 
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What needs to be 45-degree BB test 

compliant? 

 

Mortise and tenon panel joints – NO. 

 

Used to fill gaps that create a barrier to exit 

the waste compartment- YES. 

 

May need to consider repairs for continued 

compliance. 

Waste Compartment Fire Containment- Seals and Sealant 
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Chp 10 of the Fire Test Handbook states: 

 
 

Waste Compartment Fire Containment- Wear, Tear and Misalignment 
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Any exclusions for waste compartments? 

 

PS-ANM100-00016 addresses exclusions for ‘special’ waste 

compartments under 0.5 cubic feet in volume. 

 

What about small waste compartments in controlled areas such as the 

cockpit? 

 

 

 

 
 

Waste Compartment Fire Containment- Very Small Waste Compartments 
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MOCs, Similarity Guidelines and Test Method Guidelines are 

grouped by type and are being assigned to task group members 

to flesh out details. 
 

Waste Compartment Fire Containment Task Group Organization 
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Harmonize and publish industry and 

regulator accepted 25.853(h) 

Similarity requirements & MOCs for 

waste compartments and galley trolley 

carts. 

 

Develop new MOCs as needed. 

 

Discuss test set up and test 

parameters- harmonize as necessary. 
 

Hope you can join us tomorrow! 

Purpose of the Task Group 
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